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Section 1 - Change log 
 
v2.1.1000.2319 

- Service Release: High Power NanoScan heads are properly initialized 
by the software. 

  
v2.1.0063.2319 

- Added the ability to save a frame of data as an ASCII text file. This is 
accessible via File | Save As. This has also been optimized for speed. 

- Added a dockable Messages display window.  Removed pop up 
notifications. 

- Added the ability to reset the window layout to the default.  This also 
fixes the case of a display window being “lost” when left on a monitor 
that is no longer connected. This is accessible via File | Reset Window 
Layout. 

- Added three new automation methods as substitutes for use in 
languages that do not support the use of Variants. 

- Added a C# automation example.  This also illustrates how to use the 
newly added automation methods. 

- Added the ability to reset the Zoom and rotation of the 3D window to 
the default values.  

- Reverted ActiveX TypeLib to MkTypLib legacy compiler to provide 
seamless compatibility with NanoScan v1 automation clients. This will 
cause a required update to any existing NanoScan v2 automation 
clients, where some properties were treated differently than VT_BOOL 
in certain programming languages. 

- Fixed various minor bugs. 
 

v2.0.0367.4216 
- Service Release: Fixed an issue where scan head licensing would not 

work properly. 
 
v2.0.0058.0132 

- Initial Release. 
- Added new Beam Width Basis feature accessible in the Computations 

ribbon.  Refer to the User Guide for more information on this feature. 
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Section 2 - Errata and Workarounds 
 
We work hard to find and correct any bugs in this software product.  
However, as of this release we still have a few tough bugs for which we 
have not found complete solutions.  The following list details these bugs and 
offers recovery and work-around methods if available: 



 
************************************************ 

 
Section 3 – NanoScan v2 Notes 
 
Supported Operating Systems: 

- Windows 7 (32-bit & 64-bit) 
 
While NanoScan v2 is a Windows 7 product, full NanoScan v2 operation is 
expected in earlier Windows operating systems.  Extensive testing has not 
and will not be performed in earlier operating systems; however, we have 
yet to encounter any major operational problems. 
 
 
Documentation: 

- A PDF version of the Operator's Manual is included with the 
installation.  You must have Adobe Acrobat Reader in order to view 
this file.  You can install Adobe Acrobat Reader from the \Acrobat 
Reader\ directory on the installation CD. 

 
Installation: 

- It is recommended that all users are fully updated to the latest 
Windows Updates.  If all updates are not applied to your system this 
may cause problems with NanoScan v2. 

- Under Windows XP, Windows Vista, and Windows 7 you must have 
Administrative privileges in order to fully install NanoScan v2 and the 
required driver packages. 

 
If you suspect you have found a bug in our software please help us identify it 
by sending 1) the actions that reproduce it and 2) the .nsd file you were 
using at the time, to softwareqa@ophir-spiricon.com.  The more information 
you can provide, the more likely we can reproduce it in our lab, and fix it. 
 
 
* NanoScan v2 is a trademark of Ophir-Spiricon, LLC 
* Windows, Windows XP, Windows Vista, and Windows 7 are registered 
trademarks of Microsoft Corporation in the United States and other 
countries. 

 


